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DAIKANYAMA

Vajer/Wire

Installationsanvisning / Assembly instruction
Art nr: 8252/ 8265

10w 3mm

230V 50Hz MAX E27 IP20 C E Wire &

i"z Armaturen ska monteras av behdrig installator.
Viktigt: Bryt spanningen fore installation.

Installation:
1. Forsékra er om att spanning och frekvens pa armaturen och natet verensstammer.
2. Lossa den ovre kapan (A). Hang armaturen pa vajern och las fast med skruven (B).
3. Avlagsna locket (C) och anslut natledningen till kopplingsplinten (D). Montera locket och las
kabeln i avlastaren (E). Avsluta med att montera den 6vre kdpan (A).

Byte av ljuskalla sker genom att skruva loss glaskupan (F).

i"z Needs to be installed by electrician.
Important: Switch off the mains voltage before installation.

Installation:
1. Ensure that voltage and Hz on the fixture and mains voltage are the same
2. Loosen the top cap (A). Hang the fixture on the wire and lock it with the screw (B).

3. Remove the housing (C) and connect the installation cable to the terminal block (D). Attach the housing

and lock the cable in the relief (E). Finally attach the top cap (A).

When changing light source, remove the glass shade (F).

285 mm

1,8 kg
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Rengoringsinstruktioner och tervinningsanvisningar finns pd www.zero.se
Cleaning and recycling instructions are available at www.zerolighting.com
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