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Installationsanvisning / Assembly instruction
Art nr: 84321/ 84321D

230V 50Hz 10W P20 c E
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Ljuskallan och drivdonet i denna armatur far endast bytas ut av tillverkaren eller av tillverkaren
o utsedd person.
o) The light source and control gear contained in this luminaire shall only be replaced by the
) manufacturer or a person designated by the manufacturer.
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Denna produkt innehaller en ljuskélla med energieffektivitetsklass C / This product contains a light source of energy efficiency class C
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Viktigt: Bryt spanningen fore installation.

Installation:
1. Forsakra er om att spanning och frekvens pa armaturen och natet 6verensstammer.
2. Forin adaptern i stromskenan och Ias fast.
3. Skarmen kan riktas i olika lagen enligt fig.2. Glom inte att Iasa ratten (D).

Important: Switch off the mains voltage before installation.

Installation:
1. Ensure that voltage and Hz on the fixture and mains voltage are the same.
2. Insert the adapter into the track and lock.
3. The shade can be directed in different positions fig.2. Do not forget to lock the knob (D).

Rengoringsinstruktioner och atervinningsanvisningar finns pd www.zero.se
Cleaning and recycling instructions are available at www.zerolighting.com

www.zerolighting.com | Tel: +46 (0) 481-800 00 | info@zero.se



