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TRAPETS

Pendel/Pendant

Installationsanvisning/Assembly instruction
Art nr: 130203 / 130203D / 130223 / 130223D

230V 50Hz 25W IP20 CE€
@ Ljuskallan i denna armatur far endast bytas ut av tillverkaren eller av tillverkaren utsedd person.
oy i The light source contained in this luminaire shall only be replaced by the manufacturer or a person
ek 2 ft‘c‘ designated by the manufacturer.

Denna produkt innehaller en ljuskalla med energieffektivitetsklass C / This product contains a light source of energy efficiency class C
[m] B[]
I‘.@_ :
B - 130203/130203D
IR 130223/130223D
Installation:

1. Forsakra er om att spanning och frekvens pa armaturen och natet 6verensstammer.
2. Fast armaturen i taket med de tva vajerfastena fig.1.
3. Anslut stickproppen, alternativt anslut till kopplingsplinten.

OBS! Om du vill anvanda takkopp klipp av kabeln ungefar 10 cm fran kontakten. Hang takkoppen i
dess 6gla och koppla kablarna till plinten, se fig.2. Vik sedan tillbaka takkoppen.

l\"; Vid ljusreglering ska armaturen monteras av behorig installator.
Installation:
1. Ensure that voltage and Hz on the fixture and mains voltage are the same.

2. Hang the fixture in the two wire suspensions fig.1.
3. Connect the plug or connect to the terminal block.

IMPORTANT! If you want to use the ceiling cup, cut the cable about 10 cm from the plug. Hang the cup on the
ceiling hook and connect the cables to the terminal block, see fig.2. Fold up the cup toward the ceiling.

i"z Needs to be installed by electrician when dimmable version.
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Rengoringsinstruktioner och tervinningsanvisningar finns pd www.zero.se
Cleaning and recycling instructions are available at www.zerolighting.com
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For in vajern i fastet. Vajern ska alltid foras genom stiftet om inget annat anges.
Justera fastet uppat. Fastet laser sig automatiskt mot vajern nar du slapper det.

Tryck ner stiftet for att frigora laset. Fastet kan nu féras uppat och nedat. Slapp
stiftet for att 1asa fastet igen.

A B C

Insert the wire into the gripper. Always insert the wire through the pin unless otherwise stated.
Adjust the gripper up. When you let go of the gripper it will automatically lock itself on the wire.

Press the pin and adjust down. When you press the pin the lock opens and the gripper slides
freely up and down the wire. Release the pin to lock the gripper again.

Vajern maste I6pa i rak linje genom fastet.

Viktigt att vajern fors genom hela fastet sa att den sticker ut minst 5 mm | botten.
Direction of cable and gripper must be in a straight line.

The cable must be inserted all the way through the gripper and protrude at least 5 mm from
bottom.
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